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ABOUT US

“KINKO Fluid Equipment Co., Ltd".is a professional fluid equipment enterprise that, Manufacture various kinds of pneumatic
actuators, pneumatic butterfly valves, pneumatic ball valves, electric actuator, electric butterfly valves, electric ball valves, electric
control valve, pneumatic control valve, pneumatic angle seat valve, manual butterfly valve, manual ball valve, Gear box, limit switch
box, positioner......

The company has international advanced assembly line, precision CNC machining centers as well as perfect testing equipment,
and in strict accordance with 1ISO%001 international quality standard system of organizing production, testing, sales and service, to
ensure product quality, product by ISO, DIN, 3A, IDF, SYS, JIS and GB standard the quality of full compliance with FDA/GMP
requirements. Companies always try to improve and innovation management method and production management procedures,
introduction of international advanced technology and equipment, improve product quality and after-sales service.

We do for the user “consulting, design, selection, installation”, to solve all kinds of control trouble, adhering to the "quality first,
customer first" corporate philosophy, the pursuit of the strive to high quality, the pursuit of efficient management, to seek the goal
of science and technology development, Creating the "KINKQO" international brand, always strive to win the trust of customers.

“KINKO" People warmly welcome customers to visit our company ! Establish a long-term relationship..
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ENTERPRISE Kinko APPLICATION s A
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Power

Pharmacy

The product is widely used in Printing and dyeing
Metallurgy
Architectural engineering
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APL510

Technical Parameters
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ltem/Model
Housing Material

Housing Paintcoat

Switch Specification

Terminal Blocks

APL-510 Series Valve Limit Switch Box

Die-Casting Aluminum or 316 Stainless Steel Optional

Material:Polyester Powder Coating

Color:Customizable Black,BlueGreenYellow,Red Silveretc.

' 5A 250VAC:Ordinary

| 16A 125VAC/250VAC:Omron,Honeywell etc.

Mechanical Switch

(SPDT)x2 | 0.6A 125VDC:Ordinary,Omron,Honeywelletc.

10A 30VDC.Ordinary,Omron,Honeywell etc.
<150mA 24VDC:Ordinary

' <150mA 30VDC:Pepperl+FuchsNBB3 etc.

Proximity Switch
x? <150mA 8VDC:

Intrinsically Safe Ordinary,
Intrinsically Safe Pepperl+fuchsNJ2 etc.

8 points

Ambient Temperature

Weather Proof Grade
Explosion Proof Grade

Mounting Bracket

Common type -20°C to+80°C Customizable low temperature type.
IP&6

EXDIICT6,EXiaCT4,EXiallCTé

Optional Material:Carbon Steel or 304 Stainless Steel Optional
Optional Model:Refer to Mounting Bracket Selection Table

Fastener
Indicator Lid

Position Indication Color

Cable Entry

Position Transmitter
Single Net Weight
Packing Specifications

Carbon Steel or 304 Stainless Steel Optional

Flat Lid,Dome Lid

Close:Red,Open:Yellow

Close:Red,Open:Green

Qty:2

Specifications:G34,NPT 1/2, NPT 3/4M20

4 to 20mAwith 24VDC Supply

Die-Casting Aluminum:1.30 Kgs,316 Stainless Steel:3.40 Kgs
1Pcs/Box, 16 Pcs/Carton

Y3 wwwikinko-fluid.com

TPX410
SERIES

Technical Parameters
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ltem/Model
Housing Material

Housing Paintcoat

Switch Specification

Terminal Blocks
Ambient Temperature

Weather Proof Grade
Explosion Proof Grade

Mounting Bracket

Fastener

Indicator Lid

Position Indication Color

TPX410 Series Valve Limit Switch Box
Die-Casting Aluminum
Material:Polyester Powder Coating

Color:Customizable Black Blue GreenYellow Red Silveretc.

16A 125VAC/250VAC:Honeywell
Mechanical Switch :
(SPDT)x2 0.6A 125VDC:Honeywell

10A 30VDC:Honeywell
8 points

Common type -20°C to+80°C,Customizable low temperature type.
IP66 -

EXDIIBTS

Optional Material:Carbon Steel or 304 Stainless Steel Optional
Optional Model:Refer to Mounting Bracket Selection Table
Carbon Steel or 304 Stainless Steel Optional

Flat Lid

Close:Red Open:Yellow

Close:Red,Open:Green

Qty:2
Cable Entry

Specifications:NPT 12,M20
Position Transmitter 4 to 20mAwith 24VDC Supply
Single Net Weight 1.60 Kgs
Packing Specifications 1 Pcs/Box,12 Pes/Carton
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ITS300

Technical Parameters

ltem/Model
Housing Material

Housing Paintcoat

ITS300 Series Valve Limit Switch Box
Die-Casting Aluminum or 304 Stainless Steel Optional

Material:Polyester Powder Coating
Color:Customizable Black,BlueGreenYellow,Red Silveretc.

5A 250VAC:Ordinary
Michanical Switch | 16A 125VAC/250VAC:Omron,Honeywell etc.
SPDT=2, Ordi
or DPDTx2 0.6A 125VDC:Ordinary,Omron,Honeywelletc.
10A 30VDC.Ordinary,Omron,Honeywell etc.
Switch Specification <150mA 24VDC:Ordinary
=150mA 30VDC:Pepperl+FuchsNBB3 etc.
Proximity Switch '
x? <150mA 8VDC:
Intrinsically Safe Ordinary,
Intrinsically Safe Pepperl+fuchsNJ2 etc.
Terminal Blocks 8 points
Ambient Temperature Common type -20°C to+80°C Customizable low temperature type.
Weather Proof Grade IP&&

Explosion Proof Grade

Mounting Bracket

EXDIICT6,EXiallCT4,EXiallCTé
Optional Material:Carbon Steel or 304 Stainless Steel Optional
Optional Model:Refer to Mounting Bracket Selection Table

Fastener
Indicator Lid

Position Indication Color

Cable Entry

Position Transmitter
Single Net Weight
Packing Specifications

Carbon Steel or 304 Stainless Steel Optional

Flat Lid,Dome Lid

Close:Red,Open:Yellow

Close:Red,Open:Green

Qty:2 to 4

Specifications:G34,NPT 1/2, NPT 3/4M20

4 to 20mAwith 24VDC Supply

Die-Casting Aluminum:1.550 Kgs,304 Stainless Steel Optional:4.0kgs
1Pcs/Box, 16 Pcs/Carton

[T wwwikinko-fluid.com

APL410

Technical Parameters

Adussiabic Bi-1340

ltem/Model
Housing Material

APL410 Series Valve Limit Switch Box
Die-Casting Aluminum
Material:Polyester Powder Coating

Housing Paintcoat
Color:Customizable Black,BlueGreenYellow,Red Silveretc,
| 5A 250VAC:Ordinary
Machanieal Switch | T16A 125VAC/250VAC:Omron,Honeywell etc.
(SPDT)x2 0.6A 125VDC:OrdinaryOmron,Honeywell etc.
10A 30VDC:Ordinary,Omron,Honeywell etc.
Switch Specification =150mA 24VDC:Ordinary
=150mA 30VDC:Pepperl+FuchsNBB3 etc.
Proximity Switch '
x7 <150mA 8VDC:
Intrinsically Safe Ordinary,
Intrinsically Safe Pepperl+fuchsNJ2 etc.
Terminal Blocks 8 points
Ambient Temperature Common type -20°C to+80°C Customizable low temperature type.
Weather Proof Grade IP66

Explosion Proof Grade

Mounting Bracket

EXDIICT6,EXiallCT4,EXiallCTé
Optional Material:Carbon Steel or 304 Stainless Steel Optional
Optional Model:Refer to Mounting Bracket Selection Table

Fastener
Indicator Lid

Position Indication Color

Cable Entry

Position Transmitter
Single Net Weight
Packing Specifications

Carbon Steel or 304 Stainless Steel Optional
Dome Lid

Close:Red Open:Yellow
Close:Red,Open:Green

Qty:2

Specifications:G3/4,NPT 1/2 NPT3/4M20

4 to 20mAwith 24VDC Supply

1.45 Kgs

1Pcs/Box,12Pcs/Carton
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Technical Parameters
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Depth: 15 min.

ltem/Model

Housing Material

WLF6G2 Series Straight Travel Limit Switch

Die-Casting Aluminum

Housing Color Blue

VAC250V 2A Resistive load;VAC250V 0.5ALamp Load;
Rating

VDC125V 1AResistive load;VDC30V 1ALamp Load.
Ambient Temperature Common type-20"Cto+80°C Customizable low temperature type.
Weather Proof Grade IP65
Explosion Proof Grade EXDIICTS

Qty:1
Cable Entry

Specifications:NPT 1/2
Single Net Weight 0.39 Kgs
Packing Specifications 100 Pes/Carton

(T} www.kinko-fluid.com

ITS100

Technical Parameters

ltem/Model
Housing Material

ITS100 Series Valve Limit Switch Box
Die-Casting Aluminum
Material:Polyester Powder Coating

Housing Paintcoat
Color:Customizable Black,Blue GreenYellow,Red Silveretc.
| 5A 250VAC:Ordinary
Machanieal Switch | T16A 125VAC/250VAC:Omron,Honeywell etc.
(SPDT)x2 0.6A 125VDC.OrdinaryOmron,Honeywell etc.
10A 30VDC:Ordinary,Omron,Honeywell etc.
Switch Specification =150mA 24VDC:Ordinary
=150mA 30VDC:Pepperl+FuchsNBB3 etc.
Proximity Switch '
x7 <150mA 8VDC:
Intrinsically Safe Ordinary,
Intrinsically Safe Pepperl+fuchsNJ2 etc.
Terminal Blocks 8 points
Ambient Temperature Common type -20°C to+80°C Customizable low temperature type.
Weather Proof Grade IP&67

Explosion Proof Grade

Mounting Bracket

Non-explosion Proof,EXiallCT4,EXiallCT6
Optional Material:Carbon Steel or 304 Stainless Steel Optional
Optional Model:Refer to Mounting Bracket Selection Table

Fastener
Indicator Lid

Position Indication Color

Cable Entry

Position Transmitter
Single Net Weight
Packing Specifications

Carbon Steel or 304 Stainless Steel Optional
Dome Lid

Close:Red Open:Yellow
Close:Red,Open:Green

Qty:2

Specifications:NPT1/2,M20

4 to 20mAwith 24VDC Supply

0.8Kgs

1Pcs/Box,45Pcs/Carton
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Technical Parameters
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ltem/Model
Housing Material

Housing Paintcoat

Switch Specification

Terminal Blocks
Ambient Temperature

Weather Proof Grade

Explosion Proof Grade

Mounting Bracket

Fastener

Indicator Lid

Position Indication
Color

Cable Entry

Position Transmitter
Single Net Weight
Packing Specifications

APL310 Series Valve Limit Switch Box
Die-Casting Aluminum

Material:Polyester Powder Coating

Color:Customizable Black, BlueGreen Yellow,Red Silveretc.

5A 250VAC:Ordinary

Mechanieal Biiteh 16A 125VAC 1250VAC:Omron,Honeywell etc

(SPDT)x2 0.6A 125VDC:OrdinaryOmron,Honeywell etc.

10A 30VDC:Ordinary,Omron,Honeywell etc.
8 points

Common type -20°C to+80°C Customizable low temperature type.

P67

Non-explosion Proof

Optional Material:Carbon Steel or 304 Stainless Steel Optional
Optional Model:Refer to Mounting Bracket Selection Table
Carbon Steel or 304 Stainless Steel Optional

Flat Lid,Dome Lid

Close:Red,Open:Yellow

Close:Red,Open:Green

Qty:2

Specifications:G1/2

4 to 20mAwith 24VDC Supply

1.10 Kgs

1Pcs/Box,16 Pes/Carton or 24 Pes/Carton

B[ wwwikinko-fluid.com

APL314
SERIES
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Technical Parameters
ltem/Model APL314 Series Valve Limit Switch Box
Housing Material Die-Casting Aluminum

Housing Paintcoat

Switch Specification

Terminal Blocks
Ambient Temperature

Weather Proof Grade

Explosion Proof Grade

Mounting Bracket

Fastener

Indicator Lid

Position Indication
Color

Cable Entry

Position Transmitter
Single Net Weight
Packing Specifications

Material:Polyester Powder Coating

Color:Customizable Black,Blue Green Yellow Red Silveretc.

5A 250VAC:Ordinary

Mecharical Soiteh 16A 125VAC/250VAC:Omron,Honeywell etc

(SPDT)x2 0.6A 125VDC:OrdinaryOmron,Honeywell etc.

10A 30VDC:Ordinary,Omron,Honeywell etc.
8 points
Common type -20°C to+80°C Customizable low temperature type.

P67

Non-explosion Proof

4 Stainless Steel Optional

Optional Model:Refer to Mounting Bracket Selection Table
Carbon Steel or 304 Stainless Steel Optional
Dome Lid

Close:Red,Open:Yellow
Close:Red,Open:Green

Qty:2

Specifications:G1/2

4 to 20mAwith 24VDC Supply

1.15Kgs

1Pcs/Box,16 Pcs/Carton or 24 Pcs/Carton
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APL210
SERIES
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Technical Parameters Technical Parameters
ltem/Model APL210 Series Valve Limit Switch Box ltem/Model APL230 Series Valve Limit Switch boxes
Housing Material i ~=ung AumiSs Housing Material Polyamides Bottom with Polycarbonate Top Cover
E o et P s Material:Polyester Powder Coating
ou i i
= Color:Customizable Black BlueGreenYellow,Red Silveretc. Hataing Cooe Black Battom Wil rEESaERsiCover
5A 250VAC:Ordinary ‘ 5A 250VAC:Ordinary
Mechanical Switch  16A 125VAC/250VAC:Omron,Honeywell etc. V... 16A 125VAC/250VAC:Omron,Honeywell etc
(SPDT)x2 0.6A 125VDC:Ordinary,Omron,Honeywelletc. Switch Specification (SPDT)x2 ’
0.6A 125VDC:Ordinary,Omron,Honeywell etc.
10A 30VDC:OrdinaryOmron,Honeywell etc. ,
Switch Specification <150mA 24VDC:Ordinary - u | 1OARVDEOrimary Dmion - onsyetat:
=150mA 30VDC:Pepperl+FuchsNBB3 etc. Terminal Blocks 8 points
Proximity Switch '
x2 <150mA 8VDC. Ambient Temperature Common type -20°C to+80°C Customizable low temperature type.
Intrinsically Safe Ordinary, - =
Intrinsically Safe Pepperl+fuchsNJ2etc. Weather Proof Grade IP67
Terminal Blocks 8 points Explosion Proof Grade Non-explosion Proof
Ambient Temperature Common type -20°C to+80°C,Customizable low temperature type. Optiona Materiall:Polyamides or Aluminum
Weather P F_G = -y Mounting Bracket
b s Optional Model.Refer to Mounting Bracket Selection Table
Explosion Proof Grade Non-explosion Proof EXiallCT4,EXiallCTé
. Optional Material:Carbon Steel or 304 Stainless Steel Optional Fastener DpcEeien e SOR es Thes
Mounting Bracket _
Optional Model:Refer to Mounting Bracket Selection Table Indicator Lid Flat Lid
Fastener Carbon Steel or 304 Stainless Steel Optional : .
. . | Position Indication Close:Red Open:Yellow
Indicator Lid Flat Lid,Dome Lid Color
Close:Red Open:Green
Close:Red,Open:Yellow
Position Indication Color Qty:1 or2
Close:Red,Open:G A
ose:Red,Open:Green Colide
Qty:2 Specifications:NPT 1/2
Cable Entry ——
Specifications:G1/2,NPT 1/2,M20 T, 4 to 20mAwith 24VDC Supply
Position Transmitter 4 to 20mAwith 24VDC Supply
Single Net Weight 0.25 K
Single Net Weight 0.570 Kgs ngee g gs
Packing Specifications 1Pcs/Box,50 Pcs/Carton Packing Specifications 1Pcs/Box,40 Pes/Carton
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WLCA2-2
SERIES
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Technical Parameters Technical Parameters
ltem/Model DS414 Series Straight Travel Limit Switch For Angle Seat Valve
ltem/Model WLCA2-2 Series Straight Travel Limit Switch
Housing Material Polycarbonate
Housing Color Transparent Housing Material Polycarbonate
16A 125VAC/250VAC.Omron,Honeywell etc., r
Mechanical Switch 0.6A 125VDC:Ordinary,Omron,Honeywell etc. Houshg Gl Gy
(SPDT)x2
10A 30VDC:Ordinary,Omron,Honeywell etc.
Switch Specification - — Switch Specification 10A125VAC/250VAC:Omron
" Sl <=150mA 8VDC; AT I
roximity Switc Intrinsically Safe Ordinary, 5 o ;
x2 Intrinsically Safe Pepperi+uchsNI2ste. Ambient Temperature Common type-20"Cto+80°C Customizable low temperature type.
Terminal Blocks 8 points Weather Proof Grade IP65
Ambient Temperature Common type -20°C to+80°C Customizable low temperature type.
Explosion Proof Grade Non-explosion Proof
Weather Proof Grade IP&7
Explosion Proof Grade Non-explosion ProofEXiallCTé
: Qty:1
Position Indication Light Close:Red,Open:Green Cable Entry
Qty:1 Specifications:G1/2
Cable Entry
Specifications:M16,M20,M22 M26G 1/4"
Position Transmitter 4 to 20mAwith 24VDC Supply Single Net Weight 0.29 Kgs
Single Net Weight 0.2Kgs
Packing Specifications 100 Pcs/Carton
Packing Specifications 1Pcs/Box,40 Pes/Carton

K vwww.kinko-fluid.com www.kinko-fluid.com {53




DS515 MOUNTING BRACKET

SERIES

SELECTION GUIDE

Technical Parameters

Model Picture Material Size = Applica-tion |Model Picture Material Size | Applica-tion
15 -
0 i -
1 = MBP- 9 Carbon Steel | W:30 DK2XX | \vgp- > o g Carbon Steel | W:30 DK2XX
/ ;\ - 0071 -~ “ or L:80 DS5XX 009 = or L:50 DS5XX
ra— - @ U N Stainless Stee | H:20 DS6XX : Stainless Stee | H:30 DS6XX
e @u Rfuluff; f,,@ J H;’ I -
- < *_ r) |
s - - -
= + D" . i -y
= T MED- - Carbon Steel | W:30 | DK2XX | \uon - {’ Carbon Steel | W:30
_ . U i S or L80 | DSoxx  |MBE 2 _I/ - of 80 | DS3XX
' “'11 . | Stainless Steel | H:30 DS6XX =g Stainless Steel | H:50

ltem/Model

Housing Material

DS515 Series Horseshoe Magnetic Induction Limit Switch

Polypropylene

Switch Type Magnetic induction
Contact Form N NO(Optional NC)
Output Type 2 Wire(Red Blue:or Yellow,Black)
Rated Power TW-10W

Working Voltage 5~240 VAC/VDC
Working Current 0~ 300 mA
Switching Frequency 0~ 48 KHz
Sensor Position -45°1+45°+10°
Operating Temperature -40°C~+85°C
Sensing Distance N 1 ~6mm

Weather Proof Grade IP&7

Explosion Proof Grade

Single Net Weight

Packing Specifications

Non-explosion Proof

0.14 Kgs

200 Pes/Carton

m www.kinko-fluid.com

= - Carbon Steel | W:30 DK2XX . s+ 3 Nj Carbon Steel | W:30
A [ -l or L80 | Dssxx [HES | ‘ or 1:80-130|  DS3XX
N Stainless Steel | H:45 DS6XX Stainless Steel | H:40-50
DK2XX
=z DS5XX
MD%E_ e -4%‘ Carbcor: Steel E{l%g gigg}){(;é Fé?;_ Carbo{:r Steel Tsaél] Bgﬁ
@ Stainless Steel | H:40 DSEXX Stainless Steel | H:35-50 DS4XX
— DS4XX-VPX
Dk310
- DK2XX
T - : - ; DS5XX
MBP- - ‘* Carbn{; Steel TSS{? B#S(éﬁ MBP- — - Cear'b-c:-':r:|r Steel E‘I{I%{c}] DSEXX
il * | Stainless Steel | H:30-40 |  DSéxx | 913 'T:.\ WY | stainiene steet | H35.55 o,
' Dk310
= B Carbon Steel | W:30 DK2XX . Carbon Steel | W:30
Mo%z_ N or 1130 | DS5XX bg?f}' T o 1:80-130|  DK1XX
| t_} S | Stainless Steel | H:40 |  DS6XX By Stainless Steel | H:30-40
' - Carbon Steel | W:30 DK2XX i Plastic W:30
i = or L:80-130| DS5XX (Moot or L:80 | DK230
Stainless Steel | H:30-40 DS6XX Aluminum | H:20-50
: : | | Carbon Steel | W:30 DK2XX
B | D = or 80 | DS5XX
4 Stainless Steel | H:30-40 | DS6XX
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ORDERING GUIDE FOR

ACCESSORIES LIMIT SWITCH BOXES

Basic Parameter Detailed Parameter
C1 | Explosion Proof Grade €5 | Mechanical Micro Switches
: : DC6 | EXDIICTS 11 | 2xSPDT
—‘&._ Arrangement Ratings Service life Operating frequency ) DB6 | EXDIBTS 12 | 3x5PDT
2-SPDT 5A 250VAC Min.1,000,000 120 operations/min AC6 EXIraIICTé 13 _| 4xSPDT
J 16A 125VAC/250VAC operations B EXiallCT4 _ 14 | 2xSPDT (Low Tmperature)
N 0.6A 125VDC Non | None Ex-proof 15 | 2xDPDT
% 104 30VDC 16 | 2xSPDT+Current Feedback (4~20mA DC24V)
C2  WEATHER PROOF GRADE 17 | 2xSPDT(Gold Plating)
P65 | IP65 C5 | Inductive Proximity Micro Switches ; —
P66 | P66 21 | NBB3-V3-Z4(5-60VDC.Sn=3mm.2 Wire N/O.-25°C~85°C)
Arrangement Ratings Service life Operating frequency P67 | IP67 22 | NJ2-V3-N(Exia IIC T6.8VDC.Sn=2mm.2 Wire N/C.-25°C~100°C)
23 | NCB2-V3-NO(Exia IIC T6.8VDC.Sn=2mm.2 Wire N/C.-25°C~100°C)
2-DPDT SA 250VAC Min. 1,000,000 120 operations/min "C3 | Shell Material _ 24 | ALPS-24(12-24VDC =150mA Sn=2mm.2 Wire N/O-25"C~85°C)
16A 125VAC/250VAC operations AL Die-casting Aluminium 25 | ALPS-24-P(12-24VDC.=150mA.Sn=2mm.3 Wire N/O.-25°C~85°C)
0.6A 125VDC "84 | Stainless Steel 304 - 26 | SFB2-V3-WI(EXia IIC T4.8.2VDC.Sn=2mm.2 Wire N/C.-25°C~100°C)
10A 30VDC S5 | Stainless Steel 316 ' 20 | Customize according to customer requirements
“PA | Polyamides ' C6 | Micro Switches Brand | =
S CHM | Chinese Brand 1:Mechanical Switches(Max,Power 5A/250VAC)
C4 | Series HWM America Honeywell:Mechanical Switches(Max.Power 5A250VAC)
DS500 OMM  Japan Omron:Mechanical Switches(Max.Power 5A/250VAC)
DS300 CHP | Chinese Brand 2:Inductive Proximity Switches
a— ; ' PFP | Germany PEPPERL+FUCHS:Inductive Proximity Switches
Toxato G MomtngBudetMocd
Inductive proximity sensor Inductive proximity sensor Inductive proximity sensor DS410 | M* | M**refer to the No.of the Mounting Bracket Selection Table
= APL310 _C8 | Mounting Bracket Material
Voltage range:8.2VDC Voltage range:8.2VDC Voltage range:100mA5-60VDC APL314 S4 | 55304
Sensing range:2mm Sensing range:2mm Sensing range:2mm APL210 _ €S | Carbon Steel
|« Ambient temperature :-20-60°C Ambient temperature:-50-60°C Ambient temperature:-20-60°C APL230 - A i AL | Aluminum
‘ DS414 : PA_| Polyamide
WLCA2-2 = ' C9 | Entry Cable
YV — DS515 | | EC1 | G1/4"
Magnectic sensor Magnectic sensor Eg g;ﬁ
EC4 | NPT1/2"
Voltage range:500mA  240VAC/DC Voltage range:3A  24VDC EC5 | NPT3/4"
Sensing range:3mm Sensing range:5mm EC6 | M20
EC7 | M22
ECB | M25
EC9 | M26

€10 | Window Indicator
WN1 0~90°Close:Red Open:Yellow
WN2 0~90°Close:Red Open:Green

WT1 | T-type
WLT L-type
WF1 | Fully Transparent

\WS1 Straight Travel
_C11 | Indicator Lid
IC1 | Flat Lid
IC2 | Dome Lid
C12 | Shell Color
SC1 | Black
SC2| Gray
e Dark Gray
SC4  Light Gray
SC5 | Blue-Green
SC6 | Sky blue
SC7 | Yellow
SC8 | Red
SC?  Orange
SCO = Customizable color

Note:Product Code=(C1-)(C2-)(C3-)C4-C5C6-C7C8-C9-C10-C11-C12
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PRODUCT

CIRCUIT DIAGRAM
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KK900 SERIES
POSITIONER

Overview

The KK00 Intelligent Valve Positioner is an intelligent valve positioner based on piezoelectric valve
technology. It can receive 4-20mA instructions from the central control room and control the valve
position to the specified location. The actuation method can be single-acting (spring return) or
double-acting (air open/close). The positioner is a two-wire instrument that obtains power supply
voltage from the 4-20 mA input signal.

Feature

- Simple installation with automatic initialization (range and zero point adaptive adjustment)

- Easy operation: local operation and configuration via three buttons and dual-line display

- Online adaptive program ensures high-quality control

- Extremely low air consumption during steady-state operation, negligible

- "Tight closing” function (ensures maximum seating pressure on the valve seat)

- Numerous functions can be achieved through simple configuration, e.g., setting characteristic curves
and limits

- Same device model for both linear and rotary actuators

- Few moving parts, insensitive to vibration

Technical Parameters Ordering Code
Item Type KK900 KK900 W mE
Model
Operation Temperature -30~80°C
, L. Functional Type
Explosion Proof Form Ordinary type, intrinsic safety type [ Standard
— Valve feedback
Input Signal DC4~20mA HART
: s Valve position
Stroke 10-200mm or 0-120 °C feedback+HART
Gas Sotace iﬁﬁg:edg;&ﬁhdpa; No oil, no moisture, no on
[ ] Direct travel
Impedance Less than 450Q || Angular travel
Air Connection NPT1/4 Acting Type
| Single
Electrical Interface NPT1/2. G1/2 2] Double
Ou Characteristi Linear, tl'—:qual percentage (1:25, 1:5025:1, 50:1), Explosion Proof
customizable N Common
— I B Intrinsically safe type
Repeatability +0 4%ES, E Interface
| G1/2
. 24| NPT1/2
Sensitivity +0,5%FS. M20x1.5
Material die-casting aluminum
Protection Grade P66
Weight 1.8Kg
Size 218x105x118mm length x width x height
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IP8081/1P8181
SERIES POSITIONER

IP8081

Overview

The |P8081/1P8181 intelligent electrical valve positioner is an intelligent two-wire field instrument
based on microprocessor technology. It is a high-performance electrical valve positioner that can
effectively overcome frictional forces and unbalanced forces on the valve core, improve the response
speed of the regulating valve, and enable rapid and accurate positioning; It has functions such as
changing control type, setting split range control, setting closed function, changing valve stroke
distance, adjusting packing friction coefficient, setting valve type, and 4-20mA valve position
feedback. It is used in conjunction with traditional mechanical electrical valve positioners, making the
installation and debugging of valve positioners more convenient, with lower maintenance costs and
higher control accuracy.

Feature

(D High positioning accuracy, up to 0.5% FS; @ Easy to operate, generally only one click is needed to
complete the setting. @ It has explosion-proof function, safe and reliable performance; @ Automatic
tuning, automatic diagnosis; (&) Good seismic performance (& Long term use will not cause zero drift
problems like mechanical locators; @ Low power consumption, low-cost operation; ® Adopting a
two-wire 4-20mA standard signal.

IP8181-03d
Technical Parameters Ordering Code
T IPB081/IP8181 PSll s HE N
Single Double
Model
Basic Error +1% +2%
Return Difference 1% 2%
Dead Zone 0.4% 0.8%
4 U~(1ﬂ~1 []Djl. mm [Angular travel (angular travel}. Ow Sty
Rated Travel 0~(50 °~90 °)] I8 Direct travel
. Bl Angular travel
Minimum Operating Current 3.8mA.DC
Voltage Ml | 9~36VDC
Maximum Supply Power 0.2wW
Air Pressure 0.14~0.7MPa
Input Signal 4~20mA.DC (conventional) two-wire system
Output Pressure 0.02-0.5MPa Feedback Signal
Gas Consumption 5L/min (gas supply T1L/min (gas supply Equipped with PTM output
0.14MPa) 0.7MPa)
Output Characteristic linear
Ambient Temp. The room temperature type is -20 °C~+60 °C
Relative Humidity 5%~100%
Explosion Proof Type giste: {ng ?:ﬁg . gb,t}gm IIC T80 °C Db) gg Type
Supply Impedance 4~20mA.DC/500Q(20mA) D [;EEJE
Air Connection 4 NPT1/4 (conventional) G1/4
Exterior Material NPT1/2 (conventional), G1/2, M20 x 1.5
Mer Interface Aluminum alloy spraying process treatment

External Dimensions

Explosion proof type: 266 x 145 x 110 (mm)

(length x width x height) Explosion Proof

Normal type: 218 x 162 x 106 (mm) Non-Explosion
(length x width x height) Ex db IIC T6 Gb,Ex tb IIIC T80°C Db

Explosion proof type: about 3.3 kg,
ordinary type: about 2.3 kg
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YT-1000L SERIES
POSITIONER

Technical Parameters

Overview

The electric valve positioner YT-1000L is a device that receives a 4-20mA DC current signal from a
controller or control system and delivers air to a pneumatic actuator to control valve opening.

Feature

(D No resonance phenomenon within the range of 5-200Hz; @ Positive and negative effects, and
easy conversion between single and double effects; 3 For the vibration generated by small
actuators, it can be solved by adding a throttle hole to the locator. @ Low air consumption, good
economy, & can achieve split range control within 1/2 range without replacing parts.

YT-1000L

ltem Type

Single Double
Input Signal 4~20mA DC
Impedance 250+15 Ohm
Supply Pressure 0.14~0.7Mpa(1.4~7bar)
Stroke 10~150mm
Air Connection NPT1/4 (conventional) G1/4, PT1/4
Gauge Connection PT 1/8
Conduit NPT1/2 (conventional), G1/2, M20 x 1.5
Explosion Proof NEPSI ExiallCTé6Ga ,ExdblICTéGb,ExtbllICT80°CDb
Enclosure IP66
Ambient Temp. Room temperature type is -20~60 °C
Linearity +1.0% FS ” +2.0% FS
Hysteresis +1.0% FS
Sensitivity +0.2% FS *0.5% ES
Repeatability tU.Sé{,ES
Air Consumption 2 5LPM (Sup=0.14Mpa)
Flow Capacity 80LPM (Sup=0.14Mpa)
Material Aluminum Diecasting
Weight 2.7kg(6.11b)
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Ordering Code
YI-00)LEEEENE N

Model

Acting Type

Single
3] Double

Explosion Proof

Il Non-Explosion

ExiallCT6Ga

2] ExdbliCT6Gb
ExtbllICT80°CDb

Lever Type

Bl 10~40mm
30~70mm
60~100mm
100~150mm

Orifice Type

0l @07
2 K
El None

Connection Type

1
1 NPT

Ambient Temp.
-20°C~60°C
3] -20°C~120°C
N -40°C~60"C

Option
None
+L/S (built-in non explosion proof type)
+PTM (built-in non explosion proof type)
+PTM with LCD (buift-in non explosion proof type)

YT-1000R SERIES
POSITIONER

Technical Parameters

External explosion-proof External non explosion proof External explosion-proof External explosion-proof
L/S type

L/S type

Overview

PTM type PTM-+L/S type

The electric valve positioner YT-1000R is a device that receives a 4-20mA DC current signal from a
controller or control system and delivers air to a pneumatic actuator to control valve opening.

Feature

(@ There is no resonance phenomenon within the range of 5-200Hz. @ Positive and negative effects,
as well as single and double effects, can be easily converted. @ For the vibration generated by small
actuators, it can be solved by adding a throttle hole to the locator@ Low air consumption and good
economy. (® It is possible to achieve split range control within 1/2 range without replacing parts.

YT-1000R

Item Type
Single Double

Input Signal 4~20mA DC
Impedance 250%15 Ohm
Supply Pressure 0.14~0.7Mpa(1.4~7bar)
Stroke : . 0~90°
Air Connection NPT1/4 (conventional) G1/4. PT1/4
Gauge Connection PT(NPT)1/8
Conduit NPT 1/2. G1/2. M20x1.5
Explosion Proof NEPSI ExiallCTéGa ,ExdblICT6Gh,ExtblICT80°CDb
Enclosure IP&66
Ambient Temp. Room temperature type is -20~60 °C
Linearity +1.0% FS | +2.0% FS
Hysteresis +1.0% FS
Sensitivity +0.2% ES +05% FES
Repeatability +0.5%FS

Air Consumption
Flow Capacity
Material

Weight

2.5LPM (Sup=0.14Mpa)
80LPM (Sup=0.14Mpa)
Aluminum Diecasting

2.8kg(6.2ib)

Ordering Code
YIF-oocORMN E B EEEE N

Model
Acting Type
Single
8] Double
Explosion Proof
Mon-Explosion
ExiallCT6Ga
2 ExdbliCT6Gh
ExtbllICT80°CDb
Lever Type
Bl Mé x34L
Méx63L
El M8x34L
M8 x63L
EJ NAMUR
Orifice Type
®0.7
2 kX
E None
Connection Type
1 PT
v NPT
Ambient Temp.
= -20°C~60°C
al -20°C~120°C
W -40°C~60°C

Option
| | Standard indicator

|| Dome indicator
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